
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

                                              
 

 

 

  

 

  

 

         

 Institutional Products, Inc. 
    Gymnasium Equipment 
 

 

2364 N. Butler Avenue 

Indianapolis,  IN 46218 

317-545-6644  800-637-7968 

Fax:  317-545-6677 

products@instprod.com   
www.instprod.com 

 

Vincennes University  
Vincennes,   Indiana 

mailto:products@instprod.com
http://www.instprod.com/
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With over 40 years of manufacturing experience in basketball backstops 
)ÎÓÔÉÔÕÔÉÏÎÁÌ 0ÒÏÄÕÃÔÓ ÕÓÅÓ ÔÏÄÁÙȭÓ ÔÅÃÈÎÏÌÏÇÙ ×ÉÔÈ ÙÅÓÔÅÒÄÁÙȭs quality 
control. Institutional Products will provide the best custom design based 
ÕÐÏÎ ÔÈÅ ÃÕÓÔÏÍÅÒȭÓ ÃÒÉÔÅÒÉÁ ÁÎÄ ÔÈÅ ÂÕÉÌÄÉÎÇ ÃÏÎÄÉÔÉÏÎÓȢ 
 

 
FORWARD FOLD REAR BRACED 

BACKSTOP 
 

 
 

FORWARD FOLD FRONT 
BRACED BACKSTOP 

 
 

FORWARD FOLD FRONT 
BRACED BACKSTOP 

 
 

BACKWARD FOLD REAR 
BRACED BACKSTOP 

 
 

SIDE FOLD SIDE BRACED 
BACKSTOP 

 
 

CEILING SUSPENDED WALL 
BRACED BACKSTOP 

 

CEILING SUSPENDED CEILING 
BRACED BACKSTOP 

 
 

Model 1350 -FF 
Forward Fold Rear Braced Backstop 
 

Model 1360 -FF 
Forward Fold Front Braced Backstop 
The ideal unit when the backstop is close to the wall. 
 

Model 1370 -FF  
Forward Fold Front Braced Backstop 
This backstop has the greatest stability for high 
ceiling heights. 
 

Model 1345 -BF 
Backward Fold Rear Braced Backstop 
 

Model 1345 -SF   
Side Fold Side Braced Backstop 
A good unit when there are concerns about clearing 
volleyball courts, but the backstops set too close to the 
wall to fold the backstop backward. 
 

Model 1345 -CS 
Ceiling Suspended Ceiling Braced Backstop 
 

Model 1345 -CW 
Ceiling Suspended, Wall Braced Backstop 
 
 
 
 

 

 

 

Model 1360-FF 

All Institutional Products  basketball 
backstops  are furnished with precision fit 
bronze oil-less type bearings at all pivot 
points. There are 3/4ȱ ÄÉÁȢ 8 ψȱ ÁÄÊÕÓÔÁÂÌÅ 
eyebolts at top of each main mast 
assembly to provide for vertical 
adjustment.   
 
All  ceiling suspended backstops  are 
ÆÕÒÎÉÓÈÅÄ ×ÉÔÈ σȱ )Ȣ$Ȣ-3 1/2ȱ /Ȣ$Ȣ ÓÃÈÅÄÕÌÅ 
40 overhead pipe.  Black enamel finish 
furnished on all pipe and fittings. 
 
Custom computer load analysis will be 
provided upon request 
 
All  folding backstops  can be operated 
manually or with an electric hoist.  See 
page 6. The electric hoist can be operated 
by key switch, Gym Administrator wireless 
remote control system, Gym Command 
touch pad system or our NEW Ȱ'-4ȱ '9- 
MANAGER TouchScreen System.  
See page 7.   
 

For backboard selection see page 3. 
 

Model 1300 Series Ceiling Mounted 
Basketball Backstops  are designed for 
use in buildings ranging from Elementary 
to College level size structures.  The clean, 
modern design makes our 1300 series 
esthetically appealing for any building and 
meets all NCAA regulations. 
 
Backstop Frame Assembly  
Main central mast assemblies are fully 
×ÅÌÄÅÄ Ȱ4ȱ ÔÙÐÅ ÃÏÎstruction. Central mast 
is φȱ /Ȣ$Ȣ Ø ρρ ÇÁȢ ÓÔÅÅÌ ÔÕÂÉÎÇ ×ÉÔÈ ς σȾψȱ 
O.D. side braces.  The top cross member is 
ςȱ Ø σȱ Ø ρρ ÇÁȢ ÓÔÅÅÌ ÔÕÂÉÎÇȢ 
 

All frames with attachment heights greater 
ÔÈÁÎ ςψȭ πȱ ×ÉÌÌ ÈÁÖÅ internal bracing 
added to the main masts. These frames 
will be shipped knockedɂdown. 
 

All front and rear ÂÒÁÃÅÓ ×ÉÌÌ ÂÅ ς σȾψȱ /Ȣ$Ȣ 

steel pipe. 
 

 
 

Brookville  Road Community Church 
New Palestine,   IN 
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WALL MOUNTED BASKETBALL BACKSTOPS 
 

Model 10 -WB STATIONARY BACKSTOP 
Backstop extension supports are constructed of 1.9ȱ 
O.D. schedule 40 steel pipe at the length required to 
place backboard desired distance from wall.  The 
units are furnished with d iagonal bracinÇ ρȾτȱ Ø ρ 
ρȾτȱ ÆÌÁÔ ÓÔÅÅÌ ÂÁÒÓ ÁÎÄ σȾρφȱ ÐÒÏÏÆ ÃÏÉÌ ÃÈÁÉÎ ÕÐÐÅÒ 
supports.  Black enamel finish furnished on all pipe 
and fittings.  Wood stringers 2 x 6 yellow pine with 
brown enamel finish.   
For backboard and padding selection see page 3. 
  
Model 15 -WSF SIDE FOLD BACKSTOP 
Similar to the 10-WB backstop but is furnished with 
a lower telescoping pipe assembly which allows the 
backstops to fold to the side and lock in the playing 
or folded position.   
For backboard and padding selection see page 3. 
 

Model 12 -WF FOLD UP BACKSTOP 
Similar to the 10-WB backstop but the upper and 
ÌÏ×ÅÒ ÆÒÁÍÅ ÓÕÐÐÏÒÔÓ ÁÒÅ ÃÒÏÓÓ ÂÒÁÃÅÄ ×ÉÔÈ ρȢωȱ  
O.D. pipe, welded in one  assembly, for maximum 
rigidity.  The units are furnished with offset type 
steel fittings to permit folding. They can be folded 
using either manual or electric hoists, see page 6.  
For backboard and padding selection see page 3. 
 

   

 

MODEL 1400 SERIES CEILING MOUNTED BACKSTOPS 
are the double drop traditional design where buildings 
have a low to medium truss height.  The drop pipes are 
ÓÐÁÃÅÄ υȭ-ωȱ ÏÎ ÃÅÎÔÅÒ ÔÏ give a Clear View frame when 
specified with rectangular glass backboard.  Drop pipes 
ÓÐÁÃÅÄ ςȭ ρρȱ ÏÎ ÃÅÎÔÅÒ ÆÏÒ ÁÌÌ ÏÔÈÅÒ ÔÙÐÅÓ ÏÆ ÂÁÃËÂÏÁÒÄÓȢ  
 

Backstop Frame Assembly:  
 All main vertical frame assemblies are constructed of 2 
σȾψȱ /Ȣ$Ȣ ÓÔÅÅÌ ÐÉÐÅȟ ÓÐÁÃÅÄ ÁÓ ÒÅÑÕÉÒÅÄ ÆÏÒ ÂÁÃËÂÏÁÒÄ 
specified.  All the main frames are cross braced with 2 
σȾψȱ /Ȣ$Ȣ ÐÉÐÅȟ ×ÅÌÄÅÄ ÉÎ ÏÎÅ ÁÓÓÅÍÂÌÙ ÔÏ ÍÉÎÉÍÉÚÅ 
vibration.  Double cross bracing is furnished when pivot 
point exceeds 24 ft. above floor level of gym.   
 

All front and rear ÂÒÁÃÅÓ ÁÒÅ ÃÏÎÓÔÒÕÃÔÅÄ ÏÆ ρȢωȱ ÓÔÅÅÌ 
pipe, spaced as required for backboards specified. Where 
applicable, the diagonal ÂÒÁÃÅÓ ÁÒÅ ÃÒÏÓÓ ÂÒÁÃÅÄ ×ÉÔÈ ρȢωȱ 
O.D. pipe, welded in one assembly to minimize vibration.  
!ÌÌ ς σȾψȱ /Ȣ$Ȣ ÁÎÄ ρȢωȱ /Ȣ$Ȣ ÐÉÐÅ ÁÒÅ schedule 40. 
 

For backboard and padding selection see page 3.  
 

Model 1440 -FF 
Forward Fold Rear Braced Backstop 
 

Model 1445 -BF 
Backward Fold Rear Braced Backstop 
 

Model 1445 -CBF 
Compact Backward Fold Rear Braced Backward 
An ideal backstop when you must keep the backstop  

close to the wall but you cannot fold it forward. 
 

Model 1460 -FF 
Forward Fold Front Braced Backstop 
 

Model 1430 -CW 
Ceiling Suspended, Wall Braced Backstop 
 

Model 1435 -CS 
Ceiling Suspended Ceiling Braced Backstop 
 

Model 1460 -FF 

 

Model 15 -WSF  

Bishop Chatard High School 

Indianapolis,  IN 

Lifepoint Church 
Indianapolis,  IN 
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All backboards listed below meet all NCAA regulations and may be used 
with any series of backstop supports.  
 
 
                                                                                                                                                                                                      

 

               

 

 

 

 

 

 

 

 

 

 

 

 

 

  

                                                                                                                                                                                                 
                               

 

 

 

 

 

                     

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 RG-ςπ 2ÅÃÔÁÎÇÕÌÁÒ 'ÌÁÓÓ τςȱ Ø χςȱ  (shown)  
Ruggedly constructed of the finest materials including 1/2ȱ 
ÔÅÍÐÅÒÅÄ ÇÌÁÓÓ ×ÈÉÃÈ ÆÅÁÔÕÒÅÓ ÓÔÁÎÄÁÒÄ ςȱ fired-in target area 
and border.  Outer perimeter frame is a solid extruded heavy 
ÓÔÅÅÌ Ȱ&ȱ ÓÅÃÔÉÏÎ ×ÉÔÈ ÒÁÄÉÕÓÅÓ ÃÏÒÎÅÒÓȢ  The glass is cushioned in 
the frame with a shock absorbing vinyl molding between glass 
and framework.  (backboard padding not included.)  
For goal selection see page 4.  
 
RG-σπ 2ÅÃÔÁÎÇÕÌÁÒ 'ÌÁÓÓ τψȱ Ø χςȱ  
Simil ar to above except size. 
 
 
 
 
RF-τς 2ÅÃÔÁÎÇÕÌÁÒ &ÉÂÅÒÇÌÁÓÓ  τςȱ Ø χςȱ (shown)  
Rectangular Shaped molded fiberglass over wood core for 
ÓÔÒÅÎÇÔÈ ÁÎÄ ÒÅÂÏÕÎÄÉÎÇ ÓÕÒÆÁÃÅȢ  4ÈÅ ςȱ ÏÒÁÎÇÅ ÔÁÒÇÅÔ ÁÎÄ 
border markings are inlaid into face during molding process.    
For goal selection see page 4.  
 
 
FF-50 Fan FibeÒÇÌÁÓÓ σωȱ Ø υτȱ  
Similar to above excepÔ ÆÁÎ ÓÈÁÐÅÄ σωȱ Ø υτȱȢ  
 
 
 
 

Pro-Mold Padding  
Durable yet soft competition level backboard padding for glass 
backboards.  The padding is made of tough high density 
polyurethane foam with tough exterior skin and solid colors.  
Bolts to the metal framing on regulation sized glass backboards.  
There are metal clips imbedded in the foam to reinforce the 
predrilled holes.  Includes mounting hardware. 
For indoor use.  Available colors:  Navy Blue, Royal Blue, Gray, 
Scarlet, Forest Green, Purple, Maroon, Kelly Green, Gold, and 
Black ( colors shown on left).     
 
 
 
Model 1654 Safedge Padding  
#ÌÏÓÅÄ ÃÅÌÌ ÒÕÂÂÅÒȟ ÇÒÁÙ ÉÎ ÃÏÌÏÒȟ ςȱ ÔÈÉÃË ×ÉÔÈ ÃÏÒÎÅÒÓ ÍÉÔÅÒÅd 
for easy installation. To be used on glass backboards 
 
Model 1554 Safedge Padding is the same as above except with 
1 1/2ȱ ÃÈÁÎÎÅÌ ÉÎÓÔÁÌÌÁÔÉÏÎ.  
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G-2000 Breakaway Goal  is used in high school, 
university and recreational gyms.  Positive lock pressure 
setting allows precise fly-back action.  Full steel wing 
brace design and continuous no-tie ring provides 
ÏÐÔÉÍÁÌ ÒÉÍ ÓÔÒÅÎÇÔÈȢ  &ÒÏÎÔ ÍÏÕÎÔ υȾψȱ Ø ρψȱ ÓÉÎÇÌÅ 
ÒÉÍȢ 5ÎÉÖÅÒÓÁÌ ÂÁÃË ÐÌÁÔÅ ÁÃÃÏÍÍÏÄÁÔÅÓ τςȱ ÁÎÄ τψȱ 
rectangular and fan-shaped backboards.   
 
 

 

G-2180  180° Breakaway Goal  provides consistent 
breakaway pressure even during the most aggressive slam 
dunk action.  It has a totally enclosed breakaway 
mechanism. The goal includes υȾψȱ ÈÉÇÈ ÔÅÎÓÉÌÅ ÓÔÅÅÌ ÒÉÎÇ 
with hideaway net attachment system.  The ring assembly 
floats on 13 hardened chromium ball bearings enhancing 
smooth any-direction flexibility.  I ncludes anti-whip net and 
mounting hardware.  G-2180 meets new NCAA Division I 
ÍÅÎȭÓ ÒÕÌÅ ÒÅÇÁÒÄÉÎÇ ÒÅÂÏÕÎÄ ÅÌÁÓÔÉÃÉÔÙ ÁÎÄ ÁÌÌ ÏÔÈÅÒ 
applicable FIBA and National High School Federation rules.   
&ÏÒ τςȱ Ø χςȱ ÂÁÃËÂÏÁÒÄÓ   
 
 

 

G-30 Goal is a oÆÆÉÃÉÁÌ ÓÉÚÅ ρψȱ ÒÉÎÇ ÏÆ υȾψȱ ÒÏÕÎÄ 
steel, 12 no-ÔÉÅ ÎÅÔ ÈÏÌÄÅÒÓȠ χȾρφȱ ÒÏÕÎÄ ÓÔÅÅÌ ÂÒÁÃÅÓ 
streamlined to give access for close up shots.  The 
back plate allows goal to be used on many different 
boards.  Official powder coated orange enamel.  
Comes complete with GGN net and zinc plated 
mounting hardware. 

 

  

               

  
 

 

 

 

 


